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Getting Started 
To access the Student Wireless Network, you must first configure your laptop and register. To do this, you must first access the CSU 
Guest Wireless Network. Provided here are set up instructions which will guide you through the Configuration, Registration and access 
steps. 
 

Requirements 

Your Windows laptop must meet the following requirements, to use this guide: 
 ̧ Windows Vista 
 ̧ A Windows support wireless card 
 ̧ Administration rights on your computer 
 ̧ This guide assumes you are using the default start menu view, not classic. If you are in a classic you can switch to the default 

by right clicking on your start menu, clicking ñPropertiesò, then selecting ñStart menuò at the top 

 ̧ It is recommended that you disable any additional firewall software while undertaking this guide. 

 
 

Section 1 - Configuring Your Computer 

Step 1 

Click on the Start button in the lower left hand corner on your screen and select ñControl Panelò. Depending on your view, use one of 

the following. 
- Using ñClassic Viewò control panel. Click on the icon labeled ñNetwork and Sharing Centerò. Click on ñManage Network 

Connectionsò to see a list of your network connections. Right-click on your wireless connection, and click the ñPropertiesò. 
 

- Using ñControl Panel Homeò control panel. Click on the link labeled ñNetwork and Internetò, then click on ñNetwork and 
Sharing Centerò.  Click on ñManage Network Connectionsò to see a list of your network connections. Right-click on your 
wireless connection, and click the ñPropertiesò. 

 

Step 2 

 

The following steps are to guide you through the settings to configure 
your Network Settings using Windows. 
 
1.  Un-tick ñInternet Protocol Version 6 (TCP/IPv6)ò 

 

  

 
 



 
 

Step 3 

 

 
1.  Select ñInternet Protocol Version 4 (TCP/IPv4)ò in the new 

window and click on the ñPropertiesò button. 

2.  Select the ñObtain an IP address automatically and Obtain 
DNS server address automaticallyò options. 

3.  Click on Advanced. 

 
 

 

 

 
 

Step 4 

 
1.  Ensure that the Default gateways box is empty; otherwise, 

select each entry and click on the ñRemoveò button. 

2.  Select the ñDNSò tab. 

3.  Remove the check mark beside the Register this connectionôs 
addresses in DNS option. 

4.  Ensure that the DNS server addresses, in order of use and 
Append these DNS suffixes (in order) boxes are empty; 
otherwise, select each entry and click the Remove button. 

 

 

 
   


